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that unsafe operating conditions do not
exist.

(m) Monitoring of the ISMLS radi-
ated signal must ensure a high degree
of integrity and minimize the require-
ments for ground and flight inspection.
The monitor must be checked periodi-
cally during the in-service test evalua-
tion period for calibration and stabil-
ity. These tests and ground checks of
glide slope, localizer, and marker bea-
con radiation characteristics must be
conducted in accordance with the
maintenance requirements of this sec-
tion.

§ 171.275 Reports.
The owner of the ISMLS facility or

his maintenance representative must
make the following reports at the indi-
cated time to the appropriate FAA Re-
gional Office where the facility is lo-
cated.

(a) Facility Equipment Performance and
Adjustment Data (FAA Form 198). The
FAA Form 198 shall be filled out by the
owner or his maintenance representa-
tive with the equipment adjustments
and meter readings as of the time of fa-
cility commissioning. One copy must
be kept in the permanent records of the
facility and two copies must be sent to
the appropriate FAA Regional Office.
The owner or his maintenance rep-
resentative must revise the FAA Form
198 data after any major repair, mod-
ernization, or retuning to reflect an ac-
curate record of facility operation and
adjustment. In the event the data are
revised, the owner or his maintenance
representative shall notify the appro-
priate FAA Regional Office of such re-
visions, and forward copies of the revi-
sions to the appropriate FAA Regional
Office.

(b) Facility Maintenance Log
(FAAForm 6030—1). FAA Form 6030–1 is
a permanent record of all the activities
required to maintain the ISMLS facil-
ity. The entries must include all mal-
functions met in maintaining the facil-
ity including information on the kind
of work and adjustments made, equip-
ment failures, causes (if determined)
and corrective action taken. In addi-
tion, the entries must include comple-
tion of periodic maintenance required
to maintain the facility. The owner or
his maintenance representative must

keep the original of each form at the
facility and send a copy to the appro-
priate FAA Regional Office at the end
of each month in which it is prepared.
However, where an FAA approved re-
mote monitoring system is installed
which precludes the need for periodic
maintenance visits to the facility,
monthly reports from the remote mon-
itoring system control point must be
forwarded to the appropriate FAA Re-
gional Office, and a hard copy retained
at the control point.

(c) Technical Performance Record (FAA
Form 418). FAA Form 418 contains a
record of system parameters, recorded
on each scheduled visit to the facility.
The owner or his maintenance rep-
resentative shall keep the original of
each month’s record at the facility and
send a copy of the form to the appro-
priate FAA Regional Office.

Subpart J—Microwave Landing
System (MLS)
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§ 171.301 Scope.
This subpart sets forth minimum re-

quirements for the approval, installa-
tion, operation and maintenance of
non-Federal Microwave Landing Sys-
tem (MLS) facilities that provide the
basis for instrument flight rules (IFR)
and air traffic control procedures.

§ 171.303 Definitions.
As used in this subpart:
Auxiliary data means data transmit-

ted in addition to basic data that pro-
vide ground equipment siting informa-
tion for use in refining airborne posi-
tion calculations and other supple-
mentary information.

Basic data means data transmitted by
the ground equipment that are associ-
ated directly with the operation of the
landing guidance system.

Beam center means the midpoint be-
tween the –3 dB points on the leading
and trailing edges of the scanning
beam main lobe.

Beamwidth means the width of the
scanning beam main lobe measured at
the –3 dB points and defined in angular
units on the boresight, in the hori-
zontal plane for the azimuth function
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